
354mm
(13.94")

158mm (6.22")

148mm (5.83")

344mm
(13.54")

450mm
(17.72")

440mm
(17.32")

546mm
(21.50")

536mm
(21.10")

642mm
(25.28")

632mm
(24.88")
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Height

Width 

Height

3 4 5 6

C
u

to
u

tW=96 N+66mm
( 3.78" N+2.60" )

H=158mm
( 6.22" )
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( 1.32" )

33.5mm 
( 1.32" )
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DOERSDOERS

DIMENSIONS  ( mm)DIMENSIONS  ( mm)

FEATURESFEATURES

DOERS  TECHNOLOGY  CORPORATION 
4F, NO.  1, LANE  11, TZU  CHIANG  STREET, TU-CHENG  
INDUSTRIAL  PARK, TAIPEI  COUNTY, TAIWAN  236
Http:www.doers.com.tw
E-mail:doers.tech@msa.hinet.net
TEL : 886-2-22682689
FAX : 886-2-22681248

The  specifications  are  subject  to  change  without  prior  notice.  

ISO  9001 : 2000
Certificate No. EQAICC-Q-R5164

H W 100MM 80MM   LED  DIGITAL  DISPLAY

 DUAL  ANALOG  SIGNAL  INPUT

 PROGRAMMABLE  FUNCTIONS  FOR  ZERO , SPAN  

     DECIMAL  POINT , INPUT  SIGNAL  SELECTIONS

 FIVE  MOUNTING  METHODS  CAN  BE  SELECTED  AT  

     FIELD  SITE 

SPECIFICATIONS  SPECIFICATIONS  

ITEMS SPECIFICATIONS

Digital  Display H100mm  , 7  segments  red  LED

3  digits , -199 999

4  digits , -1999 9999

5  digits , -19999 99999

6  digits , -199999 999999

0.1% F.S. , 2  Counts.

5 / sec.

DC 4 20mA ; DC 0 10V , Programmable

Adjustable  to  any  position

DC12V  or  AC90 260V  

7.5VA  each  digit.
o0 50 C , 45 80%  RH
o0 60 C , 45 70%  RH

Positive  range  LED  display  exceeded  
will  show  "OVER"  and  flashing.  
Negative  range  LED  display  exceeded  
will  show  "Digit"  and  flashing.

Programmable
Range

Sampling  Updated

Accuracy

Signal  Input

Decimal  Point

Power  Supply

Overrange
Warning
Display

Oper.  Temp.

Storage  Temp.

Power  Consumption

MODEL  SELECTIONS  MODEL  SELECTIONS  

ITEMS CODE SPECIFICATIONS

MODEL

PROGRAMMABLE
RANGE

COLOR  OF  
LED

OPTIONAL
DISPLAY  TAG

MEASURING
UNIT

240A

240B

240C

KW
2Kg/cm

MM
3M

XX

 3

 4

0

0

 5

1

1

 6

 X

One  line  digital  display

Two  lines  digital  display

OEM  Versions

3  digits , -199 999

4  digits , -1999 9999

RED ( Standard )

5  digits , -19999 99999

To  be  specified 

6  digits , -199999 999999

Not  required

To  be  specified

To  be  specified

KW  for  power
2Kg/cm   for  pressure

MM  for  length / Level
3M   for  flow

To  be  specified

1

2

3

4

5

PERFORMANCEPERFORMANCE

A- ZERO SPAN  
     Increase
     

B- ZERO SPAN  
     Decrease
     

CURVE-1 : 
            ZERO - , SPAN+
CURVE-2 : 
            ZERO 0 , SPAN+
CURVE-3 : 
            ZERO + , SPAN+

CURVE-1 :
            ZERO - , SPAN+
CURVE-2 : 
            ZERO 0 , SPAN+
CURVE-3 : 
            ZERO + , SPAN+

MOUNTING  MODESMOUNTING  MODES

1 4

5

2 3

1. Fixed  in  the  front  part  of  the  wall
2. Fixed  from  rear  on  the  wall
3. Fixed  under  the  wall  of  the  top
4. Fixed  on  the  table 
5. Fixed  to  the  side   of  the  wall
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